
IKON 100-4K
All-in-One Video Soundbar



Applications:  Huddle room  |  Personal office

AUTO FRAMING4K ULTRA HD MICROPHONE ARRAY HI-FI SPEAKER PLUG & PLAY



IKON 100-4K
SPECIFICATION

CONNECTING YOU ACROSS SPACE AND TIME

          

          

Camera
Sensor Size                                              1/3.0”
Pixel                                                          8.0 MP
Focus                                                        Auto Framing & Face Tracking
Zoom                                                        4X Digital Zoom
Interface                                                  USB 
Image Resolu�on                                    3840x2160@30�s, 1920x1080 60fps, 1920x1080 30fps
Photo Resolu�on                                    3840x2160@30�s, 1920x1080 60fps, 1920x1080 30fps
View Angle                                               D95°/ H90°/ V55°
Minimum Illumina�on                           350Lux
Aperture / Brightness / Contrast          Automa�c
Shortest Shoo�ng Distance                   50CM
White Balance                                         Automa�c

Max Output                                             3W
Resistance Value                                    4hms
Peak Power                                              4W
Frequency Range                                    100Hz ~ 20KHz
                                             

Number of Microphones                       2
Direc�vity                                                Omni Direc�onal
Signal to Noise Ra�o                              64.5dB
Sensi�vity                                                 -26dB
Maximaum Sound Pressure Level        120dB
Frequency Response                              20Hz~8KHz

Cable Lenth                                             1.5m
UVC Protocol                                           Yes
LED Indicator                                           Yes
Remote Control                                      Yes
Opera�ng Temperature                         -10O~40OC    
Suppor�ed System                                 Win7,8,10 / macOS 10.10 or above / Anroid v 5.0 or above
Dimensions and Weight                        260mm x 56mmx 60mm  
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